
(Once the unit is mounted I suggest 
going back to this step and removing 
the moving part of the hard stop and 
adjusting it to how wide you want the 
door to swing.)

Chaning the handing on the 
Record 8100 handicap operator

•   Before the next step detach the 
connector with the red and black wire 
as shown on Picture 3, this will 
detach the transformer from the 
motor to help sliding them off 
individually. 

•   Turn each part 180 degrees and 
slide them back, again making sure 
the bottom of the header has 1 slot 
and the top has 3 and tighten the 
screws. Re-attach the black and red 
wire connector and you are
all set. 

"If the operator does not close slowly 
(with either arm), the handing selection 
switch should be changed. It is located 
behind a slot in the sheet metal cover 
for the operator control – With no 
power applied, the operator should be 
capable of being easily pushed open and when released, will close the door at a controlled speed."

•   The Hard Stop consists of one 
moving and one stationary part. You 
will need to unscrew both of them 
and screw them into the holes on the 
opposite side of the motor as shown 
on Picture 2. 

•   The first thing to keep in mind is 
that the top of the Record 8100 
backplate has to have 3 horizontal 
slots on the top side and 1 slot on 
the bottom. Slots are marked using 
red arrows on Picture 1. The reason 
for this is marked using a green 
circle on the same picture and it 
shows the Hard Stop of the motor. 

•   Important addition: Picture 5 
shows a switch used to reverses the 
direction of the motor. The motor will 
burn out if it is not directing the door 
to open but instead trying to close 
the already closed door. This is 
Record’s explanation from the 
manual on how to test if the direction 
of the motor is correct: 

•   Next, loosen all the hex screws 
shown on Picture 4 enough to slide 
off the components. Red circles show 
the 2 screws hold the transformer, 4 
green circles show motor screws and 
purple circles show the screws on the 
wire guide at the end.

Source: 8000/8100 Series Swing Door 
Operator nstallation Instructions

(Pg. 5) "Operator Swing Direction" 


